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	Valve Bodies (No Arms)

	Valve Bodies

Grade 316 Stainless Steel construction, Full Flow, in high or low pressure applications and are virtually indestructible by man or beast. Packet includes SS Body, 2 Split Pins, Push rod, washer and washer seat.
Available in the following sizes:  
¾”
1”
1 ¼”
  1 ½”    2” 
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	¾” S/Steel Valve Body
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	0014
	1” S/Steel Valve Body
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	0021
	1 ¼ ” S/Steel Valve Body
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	0038
	1 ½ ” S/Steel Valve Body
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	0380
	2” S/Steel Valve Body
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	Valve Arms

	Stainless steel arms.

We manufacture our Arms from 10 mm diameter Grade 316 Stainless steel. The arms are extremely strong and will not fail even under extreme stock pressure. All arms come with standard M10 metric thread that suits the standard thread in all Cocky Floats. The Arms come in three lengths being 300mm, 400mm & 600mm to suit virtually any installation.
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	0625
	Arms 300 M10 SS 316
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	0632
	Arms 400 M10 SS 316
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	0649
	Arms 600 M10 SS 316
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	0625A
	Arms 300  M10 SS316 (100 Thread)

(These Arms can be cut back to suit a variety of installations.)
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	Floats

	Cocky Ball Floats.

We manufacture our own range of ball floats specifically to suit our product range. Each float is clearly marked with its size 6” (150mm), 8” (200mm), 10” (250mm) and the largest in our range the 12” (300mm). All Cocky Floats come in Safety Orange for easy checking even from a distance. The floats all have brass inserts with standard M10 threads. We regard our floats as the toughest and most reliable float on the market and they come with a full replacement warranty if used under normal operating conditions. 
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	Code
	Description
	Barcode

	
	0342
	6” Plastic Ball Float – Heavy Duty with 10mm Brass Insert
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	0359
	8” Plastic Ball Float – Heavy Duty with 10mm Brass Insert
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	0366
	10” Plastic Ball Float – Heavy Duty with 10mm Brass Insert
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	0373
	12” Plastic Ball Float – Heavy Duty with 10mm Brass Insert
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	Deflector Guards

	Splash Guards.

We produce a series of Stainless Steel splash guards for situations where our valves are installed above the water line. These guards are attached to the valve body by heavy duty stainless steel hose clamps and deflect the water down into the trough. They can be retrofitted to existing valves without having to remove the valve body. Made from Grade 316 Stainless Steel they will last a lifetime. Available to suit all valve sizes.
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	00113
	S/Steel Deflector Guards to suit 3/4" & 1" valve body
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	00120
	S/Steel Deflector Guards to suit 1 1/4" & 1 1/2" valve body
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	00151
	S/Steel Deflector Guards to suit 2" valve body
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	Float Adaptors

	Brass Adapters.

These adapters allow the purchaser to attach floats with either 5/16” BSW or 3/8” BSW threads. These fittings have an internal thread of 5 /16” able to fit a variety of arms.

Stainless steel Adapters.

We make a range of stainless steel adapters allowing our customers to fit virtually any combination of arm and float. Our Adapters come in the following sizes:

1. M10 internal to 5/16” BSW external.

2. M10 internal to 3/8” BSW external.

3. M10 internal to 1/2” BSW external.

4. 5/16” BSW internal to M10 external

Please note all Cocky Floats have a Metric M10 Brass bush inserted into the float during manufacture. If using a standard Cocky Float arm there will be no need for an adapter.
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	0090
	5/16" BSW - 3/8" BSW Brass Adapter (Old Arms)
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	0106
	5/16" BSW - 1/2" BSW Brass Adapter (Old Arms)
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	A0199
	M10 - 5/16" BSW SS Adapter
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	A0205
	M10 - 3/8" BSW SS Adapter
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	A0212
	M10 - 1/2" BSW Adapter
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	A0618
	5/16" BSW - M10 SS Adapter
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	Float Adaptor Kits

	Stainless Chain Float kits.

These float kits come in two lengths 300mm and 600mm. 1 meter lengths of chain only are also available. The float kits come with a variety of nipples allowing our customers to fit virtually any type of float chain combination. The kits come with the following nipples:

5/16” BSW, 3/8” BSW, ½” BSW and Metric M10.

Please note all Cocky Floats have a Metric M10 Brass bush inserted into the float during manufacture. If using a standard Cocky float then a standard Float Kit with an M10 nipple.
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	Barcode
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	0229
	Float Adaptor Kit 
(300mm S/Steel chain with D Shackle & M10 nipple)
(Suits Cocky floats)
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	0236
	Float Adaptor Kit 
(300mm S/Steel chain with D Shackle & 5/16’’ nipple)
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	0243
	Float Adaptor Kit 
(300mm S/Steel chain with D Shackle & 3/8’’ nipple)
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	0250
	Float Adaptor Kit 
(300mm S/Steel chain with D Shackle & ½’’ nipple)
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	0571
	Float Adaptor Kit 
(600mm S/Steel chain with D Shackle & M10 nipple)
(Suits Cocky floats)
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	0588
	Float Adaptor Kit 
(600mm S/Steel chain with D Shackle & 5/16’’ nipple)
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	0595
	Float Adaptor Kit 
(600mm S/Steel chain with D Shackle & 3/8’’ nipple)
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	0601
	Float Adaptor Kit 
(600mm S/Steel chain with D Shackle & ½’’ nipple)
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	Spare  Parts

	Spare Parts.

We provide our customers with a complete set of spare parts. Whether it’s a washer, spare push rod or even a set of split pins. All spare parts come blister packed and bar coded for ease of ordering.
High Calcite Installations

The cocky valve is the only valve on the market in Australia to develop a method of combating excessive mineral build up in high calcite water. The cocky valve provides our customers with the option to fit a push rod made from Vesconite. These pushrods are self lubricating and resist the build up of minerals. We have had exceptional results with these pushrods and recommend them in any installation where high mineral content is present in the water.
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	0267
	Grade 316 Stainless Steel Float CHAIN 1 meter.

(No nipple – chain only)
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	0304
	Nitrile Replacement Washer  3/4" & 1" Valves
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	0311
	Nitrile Replacement Washer  for 1 1/4" & 1 1/2" Valves
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	0328
	Nitrile Replacement Washer  for 2" Valves
	[image: image53.jpg]9H338862H000328H





	[image: image54.jpg]




	0137
	Vesconite Pushrods for 3/4" & 1" valves
(For high mineral content water)
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	0397
	Grade 316 SS Pushrod for 3/4" & 1" Valves
(Standard replacement)
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	0144
	Vesconite Pushrods for 1 1/4", 1 1/2" & 2" Valves.
(For high mineral content water)
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	0403
	Grade 316 SS Pushrods  for   1 1/4", 
1 1/2" & 2" Valves.
(Standard replacement)
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	0502
	Current Style Grade 316 SS Washer Seat for 3/4" & 1" Valves
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	0519
	Current Style Grade 316 SS Washer Seat for 1 1/4" & 1 1/2" Valves
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	0526
	Current Style SS Washer Seat for 2" Valves
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	0335
	304SS M5  Light Weight “D” Shackle
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	0533
	Set of 2 Grade 316 SS Split pins 
M5 x 32
(Suits ALL Valve sizes.)
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